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EAILURE MOLDES EFFECTS ANALYSIS {FMEA) — CIL HARDWARE
NUMBER:05-24.21840M X

BUBSYSTEM NAME: COMM & TRACHK: AUDIO

REVISION: 0 003198
PART DATA LT B
PART NAME PART NUMBER
VENDOR NAME VENDOR NUMBER
LRU " PANEL AtA3 VOTC-T30347
SRLI - SWITCH, TOGGLE ME452-0102-7201

EXTENDED DESCRIPTIQN OF PART UNDER ANALYSIS:
SWITCH, A/G 1 AND A/G 2 (UHF) TOGGLE SWITCH, AIR-TC-GROUND CHANNELS (A/G 1

AND A/G 2) FOR THE UHF COMMUNICATION LINK, OPDT, OMN-DFF.

REFERENCE DESIGHNATORS: | 35V73A143531
2EVTIATASES2

CUANTITY OF LIKE [TEMS: z
WO, A/G1 AND AFG2

FUNCTION:

CAC MANUAL CONFIGURATION OF THE AUDIO DISTRIBUTION SYSTEM (ADS) VIA THE
RIGHT (PLT] AUBIO TERMINAL LUNIT (AT OR THE MISSION SPECIALIST (MES) AT
SELECTS THE AUDIO DISTRIBUTION BYSTEM AG 1 OR A/G 2 CHANNEL FOR
TRANSMISSION AND RECEFTION OF VQICE WITH THE SPACE-TO- SPACE OREITER
RADND {S50R).  REDUNDANCY FOR A/G1 AND A/GZ IS PROVIDED INTERNALLY
SIMULTANEQUELY BY TWOQ POLES: ONE POLE IS CONNECTED TO THE RIGHT: |[F‘LTJ ATU
AND THE QTHER POLE IS CONNECTEDTO MS ATU.
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FAILURE MODES EFFEGTS ANALYSIS FMEA — CIL FAILURE MODE
HUMBER: 05-24-219439M-02

REVISION#: O 1003156

CRITICALITY OF THIS
FAILURE MODE; 2/2

SUBSYETEM NAME: COMM & TRACK: AUDIC

LR PANEL A1A3
ITEM NAME: SWITCH, TOGGLE

FAILURE MODE:

SHORT-TO-CASE (GROUNDY

MISSION PHASE: LO LIFT-OFF
Q00 ON-ORSIT
DO DE-ORBIT

VEHICLE/PAYLDAD/KIT EFFECTIVITY: 02 COLUMEA
103 DISCOYERY

1 ATLANTIS
105 ENDEAVAUR
AFTER SPACE COMM MODIFICATION

CAUSE:
PIECE PART ETRLUCTURAL FAJ LURE, CONTAMINATION, VIBRATION. MECHANICAL SHOC K.

PROCESSING ANMOMALY.

CRITICALITY 1/1 DURING INTACT ABORT ONLY? MO

REDUNDANCY SCREEN Al NiA

B) N/A,
G} NiA,
PASS/FAIL RATIONALE:
A)
B}
y
C}

- FAILURE EFFECTS -

[A) SUBSYSTEM:

SWITCH A/G 1 (531) OR SWITCH A/G 2 {S32) SHORT-TO-CASE (GROLUND) WILL RESULTED
INFLDSS OF THE AfA (833} SINCE ALL THREE SWITCHES SHARE A COMMOMN LINE. LDSS
OF CAPABILITY TO SELECT ANY URF SSOR AUDIO CHANNEL [LOSS OF UHF).A
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FAILURE MODES EFFECTS ANALYS!IS (FMEA) — CIL FAILURE MODE
HUMBER: £3-24-21840M-02

SWATCH AFG 1 {53T) OR SWITCH A/G 2 (B32) SHORT-TO-CASE (GROUNDY WILL RESULTED
IN LSS OF THE A8 (S33) SINCE ALL THREE SWITCHES SHARE &4 COMMON LINE. LOSS
OF CAPABILITY TO SELECT ANY UHF S50F AUDIO CHAMNEL (LOSE OF UHF).

(B} INTERFACING SUBSYSTEM(S): . e
LOSS OF CARABILITY TQ SELECT ANY UHF SSOR AUDIC CHANNEL (LOSS OF UHF).

(C) MISSION:
LOSS OF MISSION IF Eva OR STATION RENDEZVOUS VOICE COMMUNICATION IS

REQUIRED."

(D) CREW, VEHICLE, AND ELEMENT(S);
NO EFFECT

(E] FUNCTIONAL CRITICALITY EFFECTS:

- TIME FRAME -

TIME FROM FAILURE TO CRITICAL EFFECT MINUTES

=DISPOSITION RATIONALE-

(&) DESIGN:
REFER TO APPENDIX A, ITEM #1, TOGGLE SWITCH.

(B) TEST:
REFER TQ APRPERDIX A, ITEM #1, TOGGLE SWITCH.

GRDUND TURMAROUND TEST '
ANY TURNARGUND CHECKQUT TESTING 1S ACCOMPLISHED 1N ﬁCCGRIﬁ)E\NGE WITH

OMRSD. :

(Z) INSPECTION:
REFER TO APPENDIX 4 ITEM 21, TOGELE SWITCH.

{D) FAILURE HISTDRY: :
CURRENT DATA ON TEST FAILURES, FLIGHT FAILURES, UNEXPLAINED ANDOMALIES. AND
OTHER FAILURES EXPERIENCED DURING GROUMND PROGCESSING ACTIVITY CAN BE
FOUND IN THE PRACA DATABASE.
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FAILURE MODES EFFECTS ANALYSIS {FMEA) — CiL EANLURE MODE
NUMBER: 05-2A-21549M-02

{E} OPERATIONAL USE:
FOR SSOR EWA COMM - CREW IS TRAINED TO SAFELY TERMINATE EVA IF MINIMUM

REQUIRED COMM IS LOST.

FOR S50R STATION REDEZVOUS - ALTERNATE COMM LINKS WOULD.BE USED IF
AVAILABLE (E.G. RELAY VIA GROUND SITE OR A WVHF RADIO LIKE USED FOR SHUTTLE

MIR).
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